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aBSTracT
The present work gives continuity in the analysis of the wear influence on cylindrical hydrodynamic 
bearings by presenting an experimental validation of the wear model previously proposed by the authors. 
This validation is carried on using the frequency response of the rotor-bearings system in directional 
coordinates. For this purpose, a test rig was assembled in order to evaluate the behavior of the rotating system 
when supported by hydrodynamic bearings with different wear patterns. The experimental measurements 
are used to validate the wear model, comparing the anisotropy influence on the experimental and numerical 
responses. The simulated directional frequency responses showed a good agreement with the experimental 
ones, demonstrating the potential of the proposed wear model in satisfactorily represent its influence on the 
rotor-bearings system response in the frequency range where the numerical model was validated.
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inTroducTion
Journal bearings play an important role in the dynamics of rotor-bearings systems, being responsible 
for supporting the machine and transmit forces between the rotor and the foundation. For this reason, in 
order to perform a dynamic analysis of the complete rotating system, it is necessary to know the dynamic 
characteristics of bearings, understanding the main phenomena related to this component, allowing the 
prediction of malfunctions or even a proper predictive maintenance.
The operation of a rotor for a long period of time as well as the many starts and stops to which the 
system is subjected, may result in direct contact between the shaft and the bearing, leading to high friction 
in the lubricated contact and consequently the wear of the bearings wall. This wear causes discontinuities 
or geometric changes in the bearing, which influence the bearing radial clearance (Machado and Cavalca 
(2015)). Therefore, the wear can directly affect the dynamic behavior and stability of the rotating system.
An Acad Bras Cienc (2016) 88 (4)
2402 TIAgO HENRIqUE MACHAdO and KATIA L. CAvALCA
Katzenmeier (1972) was one of the first authors to analyze the effects of wear in hydrodynamic 
bearings. He quantitatively and qualitatively analyzed several examples of damage due to wear. Mokhtar 
et al. (1977) experimentally conducted the first studies related to the wear. They measured the changes in 
diametrical clearance, surface finishing and roundness of bearing caused by the wear. Through the study 
of the wear location on the bearings, the conclusion was that the sliding motion during the start cycles was 
the main responsible for the development of the wear, while the stop cycle had a negligible contribution.
After the experimental studies, there was still a need to develop models that could satisfactorily 
represent the main effects of wear on the static and dynamic characteristics of journal bearings. This 
assignment was carried on by dufrane et al. (1983). The authors proposed two models to characterize the 
wear, both with a non-circular geometry. The first model was based on the concept that the shaft makes a 
‘print’ in the bearing and the second model is based on the assumption of an abrasive wear with an arc larger 
than the bearing diameter. The second model was later experimentally validated in the study conducted by 
Hashimoto et al. (1986), where two different hydrodynamic lubrication regimes were also investigates, 
namely, laminar and turbulent.
In the following decade, the characteristics of noncircular bearings, considering the effects of 
turbulence and cavitation, were numerically analyzed by Vaidyanathan and Keith (1991), for four different 
bearing profiles, circular, worn-circular, two lobe, and elliptical. At the same year, Scharrer et al. (1991) 
presented a research on the dynamic coefficients of journal bearings, showing that small wear depths have 
small influence on bearing performance. Later, Suzuki and Tanaka (1995) analyzed the stability of a worn 
bearing. They concluded that the wear decreases the stability of the bearing when it is submitted to a light 
load. The stability of worn bearings was also studied by Kumar and Mishra (1996a, b) in non-laminar 
lubrication regimes.
Recently, some studies have been published including more effects from the hydrodynamic lubrication 
in worn bearings. Fillon and Bouyer (2004) presented the thermo-hydrodynamic performance of a worn 
plain journal bearing. Using the model proposed by dufrane et al. (1983), a range of wear depth, from 10% 
to 50% of the bearing radial clearance, was tested. The authors concluded that the worn bearing presents 
not only disadvantages but also some advantages, such as lower temperature. A new theoretical clearance 
identification method was proposed by Papadopoulos et al. (2008) to be used in rotating systems supported 
by two hydrodynamic journal bearings. The rotor was modeled using the finite element method and the 
dynamic coefficients of the bearing were calculated by solving the Reynolds equation. The identification 
method used as objective function the difference between the measured and calculated properties of the rotor 
at a particular point. In the same year, Wu et al. (2008) experimentally tracked the friction conditions in 
hydrodynamic bearing with a system named by the authors as On-Line Ferrograph Visual. They concluded 
that the predominant wear mechanisms were the micro-plowing and micro-cutting induced by the initial 
roughness of surfaces in the rotor starting phase.
Some years later, Gertzos et al. (2011) used the computational fluid dynamics (CFD) analysis to solve 
the Navier-Stokes equations for a worn journal bearing. They also presented a graphical detection method to 
identify the wear depth associated with the measured dynamic bearing characteristics, proposing, therefore, 
a real time wear identification. In the same context of time domain analysis, Chasalevris et al. (2013) 
designed an experimental apparatus to investigate the wear influence on a continuous rotor mounted on 
worn hydrodynamic bearings. They observed that sub- and super-harmonics are revealed in the continuous 
wavelet transform (CWT) of the rotor-bearing system response for worn bearings.
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Finally, Machado and Cavalca (2015) presented a numerical model to represent the wear in hydrodynamic 
bearings. The authors performed an analysis of the model sensitivity to different geometric and operational 
bearings parameters. Through the proposed model, it was also shown that the wear significantly influences 
the dynamic response of the rotating system, especially when this response is analyzed in directional 
coordinates.
Within this context, this paper gives continuity in the analysis of the wear influence on hydrodynamic 
bearings, presenting an experimental validation of the wear model proposed by Machado and Cavalca 
(2015). This validation is carried on using the frequency response of the rotor-bearings system in directional 
coordinates, since, as observed by Machado and Cavalca (2015), this response is significantly influenced 
by the anisotropy of the system, which increases in the presence of wear. For this purpose, a test rig was 
assembled in order to evaluate the behavior of the rotating system when supported by hydrodynamic 
bearings with different wear patterns.
MaTEriaLS and METHodS
The first section refers to the modeling of the complete rotating system, including both modes of the rotor 
and the bearings. The rotor, modeled by finite elements, is mathematically represented by mass, stiffness 
and damping matrices. With respect to the bearings, the oil film is represented by equivalent stiffness and 
damping coefficients, calculated from the pressure distribution obtained by the Reynolds equation. The 
second part deals with the modeling of the wear and their characteristic parameters, showing how the wear 
model changes the bearing radial clearance, and consequently, its dynamic characteristic. Finally, the third 
part consists of calculating the directional frequency response of the rotating system. For this analysis, the 
rotor-bearings system is modeled in directional coordinates. The physical response of the rotor in the plane 
normal to the shaft is related to the forward and backward components of the system response.
ROTATINg SYSTEM
The rotating system is modelled by finite elements, through a set of rigid disks and shaft segments with dis-
tributed mass and elasticity, and the hydrodynamic bearings, represented by equivalent stiffness and damp-
ing coefficients. The analysis is accomplished considering a rigid structure (rigid foundation), in order to 
highlight the anisotropy effect from the bearing as well as the sensitivity of the rotating system to this effect.
Modelling of the rotor
The classical equation of motion of the rotating system is defined by most handbooks of rotor dynamics, as 
Krämer (1993):
  (1)
where [M], [C], [K] and [G] are the global mass, damping, stiffness and gyroscopic matrices, respectively. 
{F} contains the external forces, in the present case, the mass unbalance force.
The [C] matrix, which represents the structural damping of the rotor, is considered proportional to the 
mass and stiffness matrices (Liu and Novak (1995)), where αC and βC coefficients are estimated using the 
experimental modal analysis of a system in ‘free-free’ condition:
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  (2)
The Finite Element Model (FEM) is based on the matrices presented in Nelson and Mcvaugh (1976), 
considering Timoshenko beam elements, with four degrees of freedom per node: two translational and two 
rotational. Thereby, the beam elements encompass the translation and rotation inertia effects, gyroscopic 
moments and elastic bending energy.
Hydrodynamic bearings with geometric discontinuities
The wear effect is included in the bearing modeling as a geometric discontinuity in the radial clearance 
of the bearing and, consequently, in the oil film (Figure 1). The procedure, in this paper for the numerical 
solution of the Reynolds equation, in the specific case of a discontinuous oil film thickness, was introduced 
by Arghir et al. (2002) in one dimension and expanded to two dimensions in Machado and Cavalca (2011). 
The approach uses a discretization of the fluid film into a finite volumes mesh (Figure 2).
Figure 1 - Bearing with discontinuities in the radial clearance. Figure 2 - Finite volume mesh.
According Machado and Cavalca (2011), the hydrodynamic forces components Fr and Ft (Figure 3) are 
obtained by the integration of the pressure field. These forces are decomposed in the Y-Z inertial system (Fy 
and Fz), using the attitude angle. In order to represent the stiffness (K) and damping (R) coefficients for the 
bearing (Figure 4), the approximation of equations (4) is used, where z , y  and y , z  are, respectively, the 
small perturbations in the shaft displacements and velocities around its equilibrium position at each rotating 
velocity (Machado and Cavalca (2011)). 
ˆ
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WEAR MOdEL
The wear model, proposed by Machado and Cavalca (2015) and used in this paper, is briefly presented here. 
A schematic worn bearing is shown in Figure 5. This wear pattern introduces an additional oil layer with 
depth δh(θ) in the region delimited by the angles θs and θf. The center of the angular extent of the wear can 
be displaced by an angular amount relative to the vertical axis, denoted by γ.
The thickness of the lubricant film in the presence of wear, accordingly to Machado and Cavalca 
(2015), can be written as:
 ( ) ( ) ( )θδθθ hhh += 0  (4)
Figure 3 - Schematic representation of the reference  
system and the forces in the bearing.
Figure 4 - Mathematical model for the  
hydrodynamic bearing.
Figure 5 - Worn bearing geometry.
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Where each term can be expressed as:
 ( ) ( ) ( )0 cos 2 2z yh Cr e e senq q p q p= - × - + × -  (5)
 ( ) ( )( )0 1 cos 2h d Crd q q p= - × + -  (6)
where Cr is the radial clearance. Kwoning that δh(θ) is delimited by the angles θs and θf, the film thickness 
can be written as follows:
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(7)
where the edges of the wear, at the beginning and at the end of the wear region, between θ = θs and θ = θf, 
are calculated finding extreme points of the wear, i.e., when depth δh(θ) is null, which leads to:
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(8)
COMPLEX FORMULATION ANd dIRECTIONAL RESPONSE OF THE SYSTEM
The rotating motion of a rotor shaft consists of two precession components. The direct precession (forward) 
occurs in the same direction of rotor rotation, and the retrograde precession (backward) occurs in the 
opposite direction to the rotation of the rotor (Machado and Cavalca (2015)). For a better understanding, 
an example from Lalanne and Ferraris (1998) is shown in Figure 6, demonstrating the whirl direction for 
an asymmetric rotor. The response curve is a plot of the maximum amplitude at some point on the rotor’s 
Operation Deflection Shape (ODS).
Figure 6 - variation of the whirl direction for an asymmetric rotor (adapted from Lalanne and Ferraris (1998)).
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In order to do the directional analysis of the frequency response of the rotating system, the rotor-
bearings system is modeled in directional coordinates. The physical response of the rotor in the y-z plane 
(perpendicular to the rotor axis) is related to the forward (f) and backward (b) components of the system 
response. The relation between the two coordinate systems was developed by Lee (1991), and was later 
applied by Machado and Cavalca (2015). The transformation matrix [A] can be defined by equation (9).
[ ] [ ]1 ;
f fy y
A A
z zb b
-
- -
ì ü ì üï ï ï ïì ü ì üï ï ï ïï ï ï ïï ï ï ï= =í ý í ý í ý í ýï ï ï ï ï ï ï ïï ï ï ïî þ î þï ï ï ïï ï ï ïî þ î þ  
(9)
where 
−
b  is the complex conjugate of b.
The transformation matrix [A] and its inverse are expressed as:
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The angular and translational coordinates for each of the nodes of the beam elements can be transformed, 
using the following relations:
{ } [ ]{ } { } [ ] { }rAAr xTppTx 1; −==  (11)
where the vectors {xr} and {p}, and the matrices [TA] and [TA]
-1 are:
{ } { } [ ] [ ] [ ][ ] [ ] [ ]
[ ] [ ]
[ ] [ ] 



=


=














=






=
−
−
−
1
1
1
_
_
0
0;
0
0
;;
A
AT
A
A
T
b
f
p
z
y
x AA
i
i
i
i
i
i
i
i
r
η
γ
β
α
 
(12)
In this equation yi and zi are the displacements, αi and βi are the angular coordinates, fi and bi are the 
directional coordinates, γi and ηi are the directional angular coordinates, all related to the i-th node.
EXPEriMEnTaL aPParaTuS
The test rig used to obtain the experimental results is presented here, along with the required instrumentation 
and the description of the experimental procedure.
TEST RIg dESCRIPTION
The test rig (Figure 7) consists of a grounded inertial concrete base, on which a second concrete block 
is supported by a set of high stiffness springs and a high density polyurethane foam, providing vibration 
isolation from the ground. A steel base is clamped to the second concrete block by metallic columns, 
characterizing a rigid foundation to the rotor-bearing system.
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The rotor-bearing system is composed of a steel shaft, two identical journals coincident to the bearings 
position, and a stainless steel rigid disc, positioned in the mid span between the bearings. Figure 8 shows a 
sketch with the components and dimensions of the rotor mounted in the test rig. A trigger or a ‘keyphasor’ 
(optical sensor) is assembled close to the shaft-motor coupling in order to set the phase reference for the 
experiments. The bearings have radial clearance of 90μm, width of 20mm and inner diameter of 30mm.
Figure 7 - Experimental test rig.
Figure 8 - Sketch of the rotor used in the test rig (dimensions in mm).
Oil is pumped from a reservoir to the bearings inlet, passing through a filter and providing a continuous 
oil supply in the bearings. The oil flowing through the bearing side is then collected and pumped back 
into the reservoir. The oil temperature is monitored by thermocouples at three different points in the oil 
flow system: in the oil reservoir, and in each bearing housing. The temperature is monitored in order to 
satisfactorily estimate the viscosity of the lubricating oil.
The test rig is instrumented with two pairs of proximity sensors used for measuring the rotor 
displacement in the horizontal and vertical directions, positioned at 90° in each bearing (inductive sensors 
“Bently Nevada”). The electric drive motor is controlled by a frequency inverter, connected to a serial 
gateway of the PC data acquisition, which commands the start/stop of the motor, as well as the rotation 
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frequency. The displacement signals obtained during the experiments are sent to a DC filter to remove 
the DC gain and to an analogic anti-aliasing filter with adjustable cut-off frequency. Finally, the data are 
acquired by an AT-MIO-16-E2 National Instruments® acquisition board to be processed and analyzed in 
the Labview® platform. Figure 9 shows an overview of the instrumentation as well as the experimental 
data acquisition from the test rig.
EXPERIMENTAL PROCEdURE
The experimental procedure is basically divided into two steps. The first step aims to adjust the finite 
element model of the rotor, as follows:
The Laval rotor is assembled on the test rig using bearings without any failure. As the tests are 
accomplished to obtain the unbalance frequency response, the system is balanced to estimate the residual 
Figure 9 - Scheme of the acquisition and data processing.
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unbalance moment to be considered in the numerical simulations. Then, the finite element model of the 
rotor is verified, that is, the number and dimensions of shaft and disc elements are adjusted.
In the second step, the bearings with the manufactured wear patterns are, then, assembled in the same 
rotor for an experimental evaluation of the system. In all cases, only one worn bearing is introduced in the 
system, in the bearing position (B2) as shown in Figure 8, while the bearing (B1) remains without wear.
rESuLTS and diScuSSion
Initially, an adjustment of the FEM model of the rotor is made, comparing the simulated unbalance 
response with the experimental one obtained in the test rig. Further, the sensitivity of the bearings dynamics 
coefficients is analyzed. Finally, the results of the directional frequency response comparison, using different 
wear parameters, are presented.
AdJUSTMENT OF THE FINITE ELEMENT MOdEL
In order to adjust the finite element model of the rotor, a numerical analysis of the system, based on the 
rotor dimensions and the bearings geometric parameters, simulates the dynamic behavior of the test rig. The 
adjusted model corresponds to a Laval rotor supported by two hydrodynamic bearings, as shown in Figure 
10. The rotor consists of a steel shaft (E=210GPa and ρ=7800kg/m³) with 13 beams elements of circular 
section, one disk element in the center of the rotor, two disc elements at each bearing position, representing 
the journal/bearings pairs, and two identical hydrodynamic bearings at nodes 3 and 11, respectively, bearing 
1 (B1) and bearing 2 (B2). The excitation is given by an imposed unbalance moment of 5,5x10-5kg.m, 
positioned at the disk element.
Figure 10 - Finite element model of the rotor used on the test rig.
The coefficients for the proportional structural damping are α=0 and β=1,5x10-5, namely, 0.0015% of 
the stiffness (Liu and Novak (1995)).
Figures 11 and 12 show the frequency responses at the bearing 2 (B2), obtained with the model, 
overlapping with the experimental measurements, due to the known unbalance moment.
As can be seen in Figures 11 and 12, the simulated results obtained from the numerical model are very 
close to those obtained on the test rig, in both directions, for all the rotation frequency range. Therefore, 
it can be inferred that both the finite element model of the rotor, as well as the linearized model for the 
bearings coefficients, satisfactorily represent the experimental behavior of the test rig.
Regarding the loads on the bearings, they are evaluated considering only the gravity force; i.e., only 
the forces acting in the vertical direction. The loads on the bearings are measured in the test rig by load 
cells positioned at the bearings housing. Both static loads and locus of the shaft are obtained through a 
quasi-static response of the system due to the mass unbalance, i.e., avoiding the transient effects during 
acceleration.
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From practical observation on the test rig used in the paper, the recommendation for the use of the 
linearization of the hydrodynamic forces is in the eccentricity ratio up to 0.6. discrepancies are observed for 
larger values of eccentricities, since nonlinearities are more expressive, due to the squeeze effect in the oil 
film. Therefore, the tests were performed in order to maintain the eccentricity ratio in the acceptable range 
for the linearization of the bearings dynamic coefficients. Moreover, the authors are already working on the 
worn bearing model for using in the time domain, where the hydrodynamic forces will be inserted directly 
in the equation of motion of the rotor-bearing system, where all nonlinearities present in the model can be 
observed, since no linearization is required.
SENSITIvITY OF THE BEARINgS dYNAMICS COEFFICIENTS
The sensitivity of the linearized model of the bearings dynamic coefficients was evaluated before the 
experimental validation of the wear model through the directional response of the rotor-bearing system. 
Since the system of Figure 10 is practically symmetric, the main source of anisotropy is the fluid film’s 
Figure 11 - Unbalanced frequency responses at Bearing 2, horizontal direction: (a) amplitude and (b) phase.
Figure 12 - Unbalanced frequency responses at Bearing 2, vertical direction: (a) amplitude and (b) phase.
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anisotropic stiffness and damping coefficients. Consequently, the diagrams with the variation of the stiffness 
and damping coefficients as function of the Sommerfeld number are presented for the three cases of wear 
configuration that are latter validated in the paper. The Sommerfeld number is presented in equation (13) 
and its range correspond to the operation of the experimental test-rig (from 40 to 65Hz).
22d n dS
P Cr
pm
æ ö æ ö× × ÷ ÷ç ç= × ×÷ ÷ç ç÷ ÷ç çè ø è ø  
(13)
where µ is lubricant absolute viscosity, P is the bearing load, d is the bearing diameter, Cr is the bearing 
radial clearance and n is the rotational frequency. Figures 13 and 14 present the coefficients sensitivity to 
the wear depth and angular position.
From Figure 13 and 14, the changes in the direct and the cross-couple stiffness and damping coefficients 
can be noted in the presence of wear, through all the range of the Sommerfeld number, in both directions (Y, 
Z), i.e., the wear affects the anisotropic characteristic of all these coefficients. More details of the influence 
of the wear parameters in the pressure distribution and in the dynamic coefficients can be seen in Machado 
and Cavalca (2015).
dIRECTIONAL RESPONSE OF THE ROTOR-BEARINg SYSTEM
This section deals with the comparison of the directional frequency response (dFR) of the rotating system 
for three different wear configurations, varying its depth and angular position. The worn bearings were 
Figure 13 - Stiffness coefficients – (a) Kyy, (b) Kzz, (c) Kyz and (d) Kzy.
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manufactured according to the limitations of the workshop tools. Table I shows the wear parameters 
manufactured on the bearings.
In all cases, the system had only one worn bearing, bearing (B2), farther of the drive motor. Both 
simulated and experimental responses were evaluated for the worn bearing node at a frequency range from 
40 to 65Hz, with steps of 0.5Hz (around the first natural frequency of the system), and the amplitude is 
shown in the form ‘0 to peak’.
Figure 14 - Damping coefficients – (a) Ryy, (b) Rzz, (c) Ryz and (d) Rzy.
TaBLE i 
Manufactured bearings wear characteristics.
cases Maximum depth [µm] angular position [°]
1 20.52 21
2 44.08 -12
3 40.19 8
Figure 15 presents both experimental and simulated dFRs for the system with bearings with no wear 
and Figures 16 to 18 the same results for the three cases of Table I for the worn bearing position (bearing 
(B2)).
It can be noted that the simulated directional frequency responses show a good agreement with the 
experimental responses, demonstrating the potential of the modified wear model in represent satisfactorily 
the experimental dFRs curves in the frequency range where the numerical model was validated. In Figure 
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Figure 15 - Directional response of the system (bearing B2 position) for bearings with no wear – a) Amplitude and b) Phase.
Figure 16 - Directional response of the system (bearing B2 position) for Case 1 – a) Amplitude and b) Phase.
Figure 17 - Directional response of the system (bearing B2 position) for Case 2 – a) Amplitude and b) Phase.
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15 the presence of the backward mode can be observed for the bearing with no wear. This is due to the 
fact that even a smooth cylindrical bearing has some degree of anisotropy in the equivalent dynamic 
coefficients. Moreover, in the simulated results and the experimental tests, there is a significant growth 
on the backward precession component as the wear depth is increased, showing that the dRFs are really 
sensitive to the wear model.
concLuSionS
In this paper, a numerical model (previously proposed by the authors) to represent the main parameters 
of a worn bearing was discussed and an experimental apparatus was assembled to measure the dynamic 
response of the system, in order to validate the model.
First, the algorithm for calculating the directional frequency response of the entire rotating system was 
tested. It was found that the model satisfactorily represent the experimental system behavior of the test rig. 
After that, three different wear configurations, varying the depth and the angular position, were tested in the 
test rig and also in the numerical model. Then a comparison of the directional frequency response (dFR) of 
the rotating system was made in all cases.
The simulated directional frequency responses showed a good agreement with the experimental 
responses, demonstrating the potential of the proposed wear model in satisfactorily represent the 
experimental dFRs curves in the frequency range where the numerical model was validated. Moreover, 
in the simulated results and experimental tests, there is a significant growth of the backward precession 
component as the wear depth is increased, showing that the dRFs are really sensitive to the wear model 
proposed in this work.
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Figure 18 - Directional response of the system (bearing B2 position) for Case 3 – a) Amplitude and b) Phase.
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